18. X-05 PORTABILITY AND MACHINE SPECIFICITY: A DICHOTOMY FOR SOFTWARE PACKAGES.
S. R. Hall, Crystallography Centre, University of Western Australia, Nedlands 6009, Australia.

Software packages are widely used in crystallography for reasons of convenience, economy, and know-how. Rapid changes in computer technology, and the need for computer time and manpower, have offset the advantages of developing efficient machine-specific software. Distributed packages place particular emphasis on the need for software portability. Unfortunately with existing packages portability has often been achieved at the cost of computational efficiency.

This is because portability and machine specificity have been treated as mutually exclusive properties. The FORTRAN language provides limited options for resolving this problem. In contrast the 'preprocessor' languages provide for both portability and machine specificity through the use of 'macros'. The application of the RATMAC preprocessor to the XTAL package (Hall, Nunn & Stewart, Acta Cryst. A36, 979) will be outlined.

In conjunction with portability there is an increasing need for an integrated approach to the full spectrum of crystallographic problems. Crystal structure calculations on macromolecules and metals are similar in many respects except for the nature of the data. The XTAL approach to portable data management through the use of contiguous data storage, dynamic memory allocation and directory addressable archival files, will be discussed.


It is possible to write FORTRAN programs which are both transportable and efficient, provided that certain rules are obeyed. The author will describe his experience with a simple program for crystallographic data reduction, structure solution and refinement (SHELX), which has been installed on about 250 computers representing all major makes, in many cases without changing a single FORTRAN statement.

SHELX is entirely written in a very simple subset of FORTRAN, similar to PIGIN FORTRAN described by Stewart and Hall. Many problems affecting portability are avoided by NEVER using EQUIVALENCE, BACKSPACE, IMPLICIT, LOGICAL, DOUBLE PRECISION or COMPLEX variables, multiple dimension arrays, and subscripts other than 'I' or 'I+constant'. Subroutines are used sparingly and I/O is kept simple and buffered. A FORTRAN decoding routine enables free-format but machine-independent user input. Data are stored dynamically in a large one-dimensional array, which can easily be redimensioned to create small and large versions of the program. Sort-merge, direct methods and Fourier routines automatically make more use of scratch disc if less memory is available. Overlay may be used but is not essential; segmentation is also possible.


The needs for connections between computers of different origins and sizes have to be covered at various scales (local, national, international) in order to provide easy accesses to remote computing facilities and/or highly specialized Data Banks. The systems of Data Communications Networks, available now or in the near future, are supposed to provide such a service to users that must remain unaware of the complexity in transmission procedures. We shall look at various public and private networks: the access to these networks is described in terms of physical connections and protocols; the message transmission depending on the nature of the network, we give some ideas on international standard protocols (such as X25) for large scale networks, and specifications for local ones (such as ETHERNET). Some ideas on possible use of networks in the crystallographic field will be given: Data Banks, highly specialized programs and systems, commercial services ...