Probing mechanical anisotropy in molecular crystals using nanoindentation methods

Sunil Varughese
M.S.R.N. Kiran, U. Ramamurthy, Gautam R. Desiraju
Solid State and Structural Chemistry Unit, Indian Institute of Science, Bangalore 560 012, (India). Department of Materials Engineering, Indian Institute of Science, Bangalore 560 012, (India). E-mail: s.varughese@yahoo.co.uk

The control of mechanical properties of molecular solids is a particularly challenging aspect of crystal engineering and this is true especially in the case of pharmaceutically relevant substances. Since many organic compounds that are used in the pharmaceutical industry have to be crushed and ground during tabletting, a correlative understanding of their hardness and toughness is important. With the recent advent of the nanoindentation technique, wherein loads and displacements can be measured with resolutions of 1 nN and 0.2 nm respectively, it is possible to evaluate the mechanical behavior of extremely small-scale systems such as thin films and small single crystals. We have employed the nanoindentation technique to relate the mechanical properties of saccharin single crystals with the underlying structure. 1 Indentations were performed on (100) and (011) faces to assess the mechanical anisotropy. The load-displacement (P-h) curves indicate significant differences in the nature of plastic deformation. The P-h curves obtained on the (011) plane are smooth reflecting homogeneous plasticity. However discrete displacement bursts (pop-ins) are observed in the P-h curves obtained on the (100) plane suggesting a discrete deformation mechanism. The crystals of monoclinic form of sodium saccharinate (Na(sac).1.875 H2O) was also studied using nanoindentation technique. The P-h curves obtained on two different facets of the crystals that the mechanical behavior of the crystals is indeed anisotropic. The structural origins of these fundamentally different deformation mechanisms have been analyzed in terms of the dimensionality of the hydrogen bonding networks. The study quantifies the relation between interaction anisotropy and mechanical properties such as plastic deformation and lack of continuous response to mechanical deformation. Notably, such a correlation between micro and macro level properties has the promise of designing organic crystals with pre-targeted properties. Further, nanoindentation of molecular crystals offers the scope to quantify the strengths of intermolecular interactions experimentally and to compare different types of interactions in a direct way.

Keywords: nanoindentation, mechanical anisotropy, intermolecular interactions

MS.25.1

Removal of hydrocarbons from water by using organophilic zeolites

Annalisa Martucci
Department of Earth Science, University of Ferrara, (Italy). E-mail: mrs@unife.it

Chlorinated volatile organic compounds (VOCs), such as 1,1-dichloroethylene (DCE) and aromatic hydrocarbons, BTX (benzene, toluene, and xylene) constitute a significant fraction of the hazardous air and water pollution [1]. Human beings are exposed to elevated levels of a wide spectrum of volatile organic carbons many of which have been found to be potentially carcinogenic. Research on hydrocarbon removal has been mainly focussed on single components from air matrix, whereas the studies involving aqueous dilute solutions are few. However, in most environmental applications, these pollutants are present in the form of mixtures in very dilute aqueous solution. Removal of organic contaminates from water and wastewater has been achieved using several treatment technologies, such as advanced oxidation processes, air stripping, reverse osmosis, ultrafiltration, and adsorption [2]. Recently, high-silica zeolites were shown to be more effective in removing certain organics from water than activated carbon [3]. In this work the efficiency of zeolite adsorbent materials for the removal of organic contaminant was tested in order to get a better understanding of the host–guest interactions occurring during adsorption processes.

In particular, evidences of 1,2-dichloroethane (DCE), methyl tert-butyl-ether (MTBE) and toluene (TOL) adsorption from dilute solutions into organophilic zeolites will be presented. A combined diffractometric, thermogravimetric and gas chromatographic study was used to: 1) investigate the adsorptive properties of hydrophobic synthetic zeolites; 2) characterise their structure after the adsorption of DCE, MTBE and TOL; 3) localise the organic species in the zeolite crystal lattices; 4) probe the interactions between organic molecules, water molecules and framework oxygen atoms. The organophilic zeolites (FAU, MFI and MOR-type framework topology, respectively) were purchased in their protonated form by Tosoh Corporation (200 SiO2/Al2O3, ratio). Kinetics and adsorption isotherm batch data were obtained via Headspace Solid Phase Microextraction -